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and fix lens

DISTANCE DORI

Detect 56m
Observe 22m
Recognize MTm
ldentify 6m

MATERIAL AND DIMENSIONS

Dimensions 130 X 75 x 75 mm

Net weight 2309
Weight with packaging 4009
Color Black

VIDEO ANALYSIS

Deteccién avanzada (clasificacion

Tipo de deteccion .
P persona/vehiculo/mascotas)

Motion detection Yes
Classification

Human / vehicle / Yes
pet

Gestlonable por Yes
escenarios

NIGHT VISION

Night vision distance 8m
Tipo de vision nocturna IR
Smart IR Yes

AUDIO(CAMERAS)

Built in microphone Yes
Built in speaker Yes
Noise filter Sl
AMBIENT

Operating temperature 0°C~40°C
Degree of protection 1P20
Use Indoor
IMAGE

Sensor CMOS ®
Resolucion sensor 2688 x 1520

PIR

datasheet

Cube ip camera of 4 megapixels

INDOORCAM-4-B

NETWORK FEATURES
Wi-Fi

ONVIF

RTSP

Protocolo

WI-FI

Wi-Fi standard
Frequency range
Speed

Transmission distance

VIDEO (CAMERAS)
Resolucion video
WDR

Compression

POWER CONSUMPTION
Power mode
Voltage

Power supply included

SPECS AND FEATURES
Technology

Type of camera

LENS
Lens Type
Angle of View

AXES

Motion

STORAGE

Storage Systems

Yes
Yes

Yes

JetSparrow (video encriptado TLS)

IEEE802.11b/g/n
2.4 GHz

300Mbps

500m

4 Megapixels
HDR
H.264

DC
12v

Yes

1P
Cube

Fix
110°

3-Axis

NVR / Ajax Cloud
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Pir detection mode Infrared
PIR detection distance 4 m

CERTIFICATION
Certification NDAA




