ALIMENTAGCAO E CONSUMO

Modo
alimentacao

Tensao

Consumo
Standby
Consumo de
corrente
Potencia de
carga

ESPECIFICAGOES (INTERRUPTORES)

Retroiluminagao
Conexion eléctrica

Panel tactil

Recuperacion de estado tras fallo

eléctrico

Ciclo de vida

MATERIAL E DIMENSOES

Dimensoes

Peso liquido

Peso com embalagem

technical
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A-HOME

datasheet

Interruptor con 2 botones
A-NS86-2L1W

AC

10V ~ 240V

0.02wW

10A

300W para carga resistiva / 100W

para carga LED

Sim
Solo con cable
fase

Sim
Sim

100000 ciclos

50 x50 x 30 mm
409
60 h

AMBIENTE

Temperatura de operacao -20°C~70°C
Uso Interior
Humidade maxima 93%
ESPECIFICA(;@ES E RECURSOS

Tipo Interruptor con 2 botones

3 B2 g I

1 Way Touch Switch
Rated operational voltage: 110V ~ 240V AC E
Capability allowance: -15% ~ +10%

Load power:3-300W max for resistive load
3-100W max for LED

< C Roms
Working temperature: -20°C~+70 °C RoHS

ity: 10% ~ 93% (

Operating frequency: 50/60Hz UK
Energy Consumption:0.02W

Caution

Please cut off the
power when installation
and uninstallation




